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BINDER CONTROL AND RETAINING ASSEMBLY
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ADD UP TO 3 WASHERS IF A
REQUIRED SHORTEN TUBE
WHEN ADDING WASHERS. |
B

SPLIT PIN AT ASSEMBLY.

——®)—NUT MUST BE HAND TIGHTENED

PLUS ONE QUARTER TO ONE HALF
TURN WITH A WRENCH.

TO DETERMINE THE NUMBER OF
SPRINGS NEEDED, TAKE THE TOTAL
WEIGHT OF THE LOWER PAD IN kg
MULTIPLIED BY 9.81 FOR "N" NEWTON
FROM CHART BELOW FOR NUMBER AND
DIAMETER OF SPRING REQUIRED.

JOLICO NUMBER J - 661872 J - 661873 J - 661874
FORD PART NUMBER | WDX04-80-25080 | WDXO04-80-25100 WDX04-80-25125
ITEM| PART NAME PERMISSIBLE LOAD 5700 N 9800 N 18300 N

1 M24 X "A" LG. THREAD ROD J - 661822-1

2 @35 x 5.0 x "B" TUBE # HDOM®@ -137-0100

3 | ROUND NUT J-228310

4 | RUBBER DIE SPRIG FLAT WASHER J- 220170 J-220171 J-220172

5 | RUBBER DIE SPRING WDX14-84-06080080| WDX14-84-07100080 | WDX14-84-08125080

6 | M24 HEXAGON CASTLE NUT CNM-0024-003

7 | SOC. HD. CAP SCREW M10 X 35 SCHM-0010-0035U

8 | @5 X50LG. SPLIT PIN CPM-0005-0050

ORDERING EXAMPLE: J-661873 A310 B100

L TUBE LENGTH

BOLT LENGTH
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