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JOLICO J-B TOOL

PHONE (586) 739-5555 FF - 7.3




"U" AND "V" BLOCKS 125 mm WIDE
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FOR Ø16 DOWEL
(2) PLACES

M16 SOC. HD. CAP SCR.
(2) PLACES

WITH POSITIVE RETURN

WDX7 - 65 - 05211 - A

FORD GLOBAL
PART NUMBER

WDX7 - 65 - 05221 - A

L

150

200

WDX7 - 65 - 05212 - A
WDX7 - 65 - 05213 - A

LOCATION OF
POSITIVE RETURN

RIGHT SIDE
LEFT SIDE

BOTH SIDES
RIGHT SIDE
LEFT SIDE

BOTH SIDES
WDX7 - 65 - 05222 - A
WDX7 - 65 - 05223 - A

RIGHT SIDELEFT SIDE

ORDERING EXAMPLE
J- 223331 - L   B  26   C  24

NUMBER
JOLICO

C

(B) TO BE DEFINED
 WHEN ORDERING

45

85 ±0.05

V DRIVER SET

U BLOCK STEEL

V BLOCK BORNZE WITH GRAPHITE PLUGS

A1

100

150

B1

175

125
J - 223330 - R
J - 223330 - L

J - 223330 - R L
J - 223331 - R
J - 223331 - L

J - 223331 - R L

POSITIVE RETURN
LOCATION LEFT
SIDE OF "V" BLOCK

TAP SCREW HOLE
LOCATION

POSITIVE RETURN
MACHINE DISTANCE
FOR DISENGAGEMENT

C
1

C1

WDX7 - 65 - 05233 - A
WDX7 - 65 - 05232 - A
WDX7 - 65 - 05231 - A

250
RIGHT SIDE
LEFT SIDE

BOTH SIDES
200 225 125

WDX7 - 65 - 05243 - A
WDX7 - 65 - 05242 - A
WDX7 - 65 - 05241 - A

300
RIGHT SIDE
LEFT SIDE

BOTH SIDES
250 275 175

J - 223332 - R
J - 223332 - L

J - 223332 - R L
J - 223333 - R
J - 223333 - L

J - 223333 - R L


	Model

