JOLICO J-B MOOL |

INFORMATION TAGS

FOR PAD GUIDE PIN KEEPER AND DIE SPACER BLOCK

&

CAUTION!

THIS DIE IS EQUIPPED WITH PAD GUIDE PIN
KEEPER ASSEMBLY IN THE DIE PAD

KEEPER PIN INSTALLATION REQUIREMENTS:
WHEN INSTALLING M16 GUIDE KEEPER LOCK COLLAR RETAINER SCREWS,
APPLIED LOCTITE BLUE 243 ON THE SCREW THREADS BEFORE INSTALLING.
TORQUE SCREWS DOWN TO MANUFACTURER SPECIFICATION 33.9 Nm/250 ft/lbs.

@ SNAP RING MUST BE RE-INSTALLED TO PREVENT SCREWS FROM BACKING OUT.
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PAD GUIDE PIN KEEPER
INFORMATION TAG

JOLICO FORD
NUMBER PART NUMBER

J-114240 | WDX20-80-23075200

CAUTION !

INSTALL DIES ON LOWER DIE RISER
BEFORE INSTALLING DIES SPACER BLOCKS.
REMOVE DIE SPACER BLOCKS FIRST BEFORE

N REMOVING DIES FORM LOWER DIE RISER. p
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DIE SPACER BLOCK
INFORMATION TAG

JOLICO FORD
NUMBER PART NUMBER

J-114241 | WDX20-80-21062150
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