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SIDE MOUNTING PILLOW BLOCKS

UNCONTROLLED
THESE PILLOW BLOCKS ALLOW FASTENING TO THE SIDE OF A RISER
OR SUPPORT BLOCKS. IT IS ADVISED THAT ALL PILLOW BLOCKS BE
FASTENED IN SAME DIRECTION TO ELIMINATE THE POSSIBILITY OF
ANY WARPAGE OF THE SHAFT DUE TO SCREW TENSION.
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JOLICO NO.|[OLD ™J” NO.| REF. NO. REF. NO. A B C D E F
J—55380 1.9725/1.9745 | 5.375| 4.62 | 3.50 | 3.125| 5.75
J—55381 J—78 RAB—0101| PB-3015| .9365/.9385 | 3.875| 3.62 | 2.50 | 2.375| 4.75
J—55382 J=79 RAB—0102 | PB—3023 | 1.4365/1.4385 | 4.875| 3.88 | 3.00 | 2.875| 5.00
J—55383 J—80 RAB—0103 | PB—3031 | 1.9365/1.9385 | 5.375| 4.62 | 3.50 | 3.125| 5.75
J—55384 J—88 1.1865/1.1885 | 4.375| 3.88 | 3.00 | 2.625]| 5.00
KICKER EXTENSIONS

THE DETAILS ARE SCREWED ON THE END OF A CYLINDER TO KICK

SMALL PARTS OUT OF THE DIE. THE EXTENSION KEEPS THE
CYLINDER ROD OUT OF THE WORKING AREA.

SPECIFY LENGTH

(3.0 MINIMUM — 14.0 MAXIMUM)
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