THE SLOT

LIFTER ARM MOUNTINGS

PRINTED COPY IS
UNCONTROLLED

IN THIS BLOCK ALLOWS A TONGUE ON THE ARM TO BE

INSERTED. UPON WELDING THE TONGUE MAKES UNIT MORE RIGID.

"F” SOC. HD. SCR.

/7 LOCK WASHER
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OPENING FOR ARM
(ARM NOT FURNISHED)
NOTE:

ARM TO BE MADE TO SUIT & WELDED
BY THE PRODUCTION PLANT.
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18 R J—23080 & J—23090 ONLY. "N" sQ.
JOLICO NO.|OLD "J” NO. REF. NO. | REF. NO. NOTE:
J—23080 | J-55201 | DX18-28-1201 TO ORDER WITH REVERSED SCREWS
J—23081 J-81 RA8—0501 | AM—20-16 ADD SUFFIX "R” (EXP. J—23081-R).
J—23082 J—82 RA8—0502 | AM—20-24
J—23083 J-83 RA8—0503 | AM—20-32
J—23089 J—89
J—23090
Jouco Nno.l Al B | c [ D] E F c|H|uv [k |[L][M]N
J-23080 |.50[2.25| .75[1.25|3.25[1/2-13{1.90(1.90] 3.00{1.75 [4.00 [ 1.12] 1.75
J-23081 [.50[1.50| .50[1.00|2.50[1/2-13[1.201.40]2.25[1.50 [3.25 | .88 1.00
J-23082 |.50 [2.25] .75[1.25|3.25[1/2-13[1.90(1.90] 3.00[1.75 [4.00 [ 1.12 ] 1.50
J-23083 |.62(2.25[1.00(1.25|3.50|5/8-112.40(2.40] 3.75]2.00 |5.00 | 1.50 | 2.00
J-23089 [.50 [2.00( .75[1.12|3.00[1/2-13[1.75[1.75] 3.00(1.75 [4.00 [ 1.12 | 1.25
J-23090 |.38[1.25| .50| .75|2.00|3/8-16(1.48|1.48]2.25[1.50 [3.00| .75]1.25
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